Shanghai Station Report

1. Observations

Seshan 25m participated in the EVN session I & II. For some problem of the Lband receiver, we used the normal temperature receiver. 

Tianma 65m participated in the fringe test observation in the EVN session II. We missed the February session for the antenna maintenance.
Development and maintenance activities in 2015

2.1 Seshan 25m:

The VLBA sampler and VSI-C card with a Mark 5B+ recorder works normally in the Seshan 25m. The Field System was updated to 9.11.4.

2.2 Tianma 65m:

An DBBC2 with a Mark5B+ recorder works normally in the Tianma 65m. The DBBC2 is running on firmware V104_2. We update IF distribution unit this year. We install two IF distribution unit before session start. Now we have four IF distribution unit. 
2.3 Shanghai (Seshan 25m & Tianma 65m)has upgraded all Mark5s to SDK 9.2. Our system can be good for 16TB disk packs.

We purchased hardware to assemble 5 SATA packs each of 16TB last year. All of them are available for the session 2015.
3. e-VLBI 

More than six e-VLBI experiments among the EVN have been carried out in 2015. Seshan 25m works at a data rate of 1024 Mbps for each e-VLBI session. 

Tianma 65m have got the first line in this April at a date rate of 512Mbps. We also participate in the scientific experiment in this May.
4. Prospects
For the upcoming session III, Seshan 25m & Tianma 65 will participate in L ,C, X band observations.

